REAR SPEAKER REPLACEMENT AND DYNAMAT INSTALL – MINI COOPER R56 
Information compiled from :

Kiwi_Kevin from www.newminiclub.nl
CooperMods – www.coopermods.com

Here we go:

You'll need:

- Cross head screwdiver
- Small and big flathead screwdriver
- Torx 20 for the b- and c-pillars
- Torx 40 for the backseat
- Dremel or other multitool, to enlarge the speakerholes

Disclaimer: I'm not responsible for any damage or injuries caused by this how-to 
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Pull weatherstrip completely off boot area.

[image: image2.jpg]





Empty the trunk, remove the skidplate. To do this, you'll need to remove the plugs that are located at marked area's on the picture. Then you're able to remove the skidplate, by pulling it up and towards you, while standing behind the car.
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Start removing pop-pins
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Remove the plugs from the sidepanels, there are aprox. 5 plugs. 
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Same thing on the left side, watch the little light and the emergency unlocker for the fuel cap.. 
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Backseat Removal:
Before we start, you should make note of where the attachment points are. Here's a photo of the rear cargo area with the seats already removed. This photo is taken from the front, looking towards the rear of the Mini. The attachment points of the bottom cushion are indicated by the three red arrows. The attachment points of the back cushions are indicated by yellow arrows. 
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First we'll remove the two seat backs. In the photo below, taken from the rear of the vehicle, the left seat back is already removed so you can get a better look at the attachment point.
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You'll see a metal tab for each side. Each tab has a round hole. The seat back has a post the pokes into the hole. Use a flathead screwdriver to push the tab over, releasing the post.
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You can now lift the seat back up.
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But it's not free yet. The outer side is still attached. Raise the seat up at a 45 degree angle. Then pull it towards the middle of the vehicle.
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This is the post on the outer side of the seat back. Note the two tabs sticking out, which is why we had to raise the seat 45 degrees.
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This is the attachment point at the side of the vehicle.
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Now the two seat backs are removed, we'll remove the bottom cushion next. Pull out the four grommets that cover the child seat anchors.
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Release the cushion from the two front attachment points by pulling up at the two front corners.
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The attachment points are metal loops.
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This is the bottom of the seat where it attaches.
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At the back of the seat is a steel rod.
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That steel rod hooks behind this metal tab. Release the rod from the tab by lifting up the front edge of the seat while pushing down at the back edge.
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And we're done! You can remove the rear bracket if you wish, using a TT40 bit. I've left mine in, so I could quickly reinstall the seats.

Next, remove the plastic covers surrounding the backseat-hook.

Remove the plastic surrounds around the back seat latches. There are 2 folding style clips on each side of them.
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Time to remove the side panels now that the seats are out 
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Remove the b- and c- pillar covers with torx 20 and pulling, carefull with airbag!
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Now you can remove the sidepanels, starting at the bottom and work your way around. Clips are aprox. located at designated area's. Lift the upper part out of it's rail.
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Decision time – time to Dynamat 
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Now you can remove the speakers and replace them. I soldered the wires to the new speaker terminals. 
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. I soldered the wires to the new speaker terminals
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New speakers in and put it all back together!




